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The fosera. POWER LINE TV 320 is a solar 
powered TV that consumes only 16 W. It is 
designed with inputs to accommodate modern 
entertainment, such as a USB port for flash 
memory sticks to watch your favorite shows and 
movies. It is the perfect product extension for 
the fosera. IGNITE solar home system.

Supply voltage 12 V +/- 3 V

Power consumption 16 W

Standby consumption <0.1 W

Output speakers 2 x 10 W

SCREEN
Display Type 32“ TFT LED

Ratio 16:9

Resolution 1366 x 768

Screen Brightness 100nit on mode

Backlight module DLED

MISCELLANEOUS

Accessories
Remote control, 2 x AAA 
battery, cable for fosera 
POWER LINE, Mini YPBPR 
cable, User Manual

TV dimension 732 x 211.5 x 512.5 mm

TV weight 4.2 kg

POWER LINE

LARGE SCREEN SIZE
Enjoy a 32” TV 

BUILT IN RECEIVER 
Covers a wide range from VHF, UHF, DVB-C, 
DVB-T/T2, DVB-S/S2 that complements 
many geographical areas

*License needed

SIGNALS

Inputs
DC, HDMI, USB, VGA, Earphone, PC Audio, 
AV in, DVB-S/S2, DVB-C/T/T2, Coaxial, CI, 
mini YPBPR

Analog receiving range 48.25 MHz - 863.25 MHz  200channel

Analog video system PAL / SECAM / NTSC

Digital receiving range

VHF (50 MHz - 230 MHz)
UHF (474 MHz - 862 MHz)
DVB-C: 500 channel
DVB-T/T2: 500 channel
DVB-S/S2: 4000 channel

Digital bandwidth 6 MHz / 7 MHz / 8 MHz

Digital video system MPEG-2, 4 AVC/H.264, HEVC/H.265

Digital sound system MPEG-1,2 (layer 1/2), MP3, DD*

USB

Video: AVI, ASF, MPEG, MKV, MP4, 3GPP, FLV, 
WMV, SWF, WebM, DIVX*, RN*
Music: MP3, MP4, WAV, AAC, ASF, FLAC, 
AC3*, EAC3*
Picture: JPEG, BMP, PNG

HDMI & Component 480i, 480p, 576i, 576p, 720p, 1080i, 1080p

fosera. TV 320

CLEAR AND CRISP DISPLAY 
TFT LED technology provides vivid image 
quality for an improved experience

WATCH YOUR OWN CONTENT 
Includes a USB port, HDMI, AV in inputs 
and more to enjoy personal entertainment


